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An investigation was conducted t o  determine the  effect of system- 
a t i c  variations in inlet-air  and fue l  parameters on the smoking sac- 
t e r i s t i c s  of a s-le t w u b  turbojet-engine ccxkmstor. For comparison 
purposes,  a series of tests was conducted at  static  sea-level  conditions 
over a range of engine  speeds with a full-scale  turbojet engine having 
conbustors similar to  the  single-tube unit investigated. The concentra- 
t ion of smoke in the conibustlon gases was determined by means of a f i l -  
ter technique whereby smoke particles were deposited on a special filter 
paper. The optical  density of the  deposit  as determined  by  a trans- 
mission  densitometer  served as an indication of the amount of smoke in 

J- 

I the exhaust gas.  

The most pronounced effect on smoke was observed with increases in 
inlet-air  pressure which produced large increases in smoke concentra- 
tion. As fuel-air   ra t ios  were increased, smoke densities  increased, 
'passed through a maximum, and f ina l ly  decreased.  Increases in inlet-  
air velocity reduced maxFmum smoke densities. The effect  of inlet-aFr 
temgerature and fue l   vo la t i l i ty  on smoke densities was small. Increases 
in fuel-inlet  temperature  increased smoke formation  slightly. In the 
full-scale engine, smoke density  increased with increasing  engine  speed 
and with  decreasing  exhaust-nozzle area. 

The results obtained during this investigation  suggest that carbon 
i s  formed in the primary zone of a turbojet co~Kbustor and i s  subse- 
quently partly burned in  passing through the flame zone, the unburned 
portion emerging as smoke. Thus, those factors that either  tend t o  
reduce caxbon formation in the primmy zone, such as  decreases in pres- 
sure and i n  primary zone fuel-air   ratios,  or  tend t o  bring about 
increased burning of smoke i n  the flame zone such as increased flame 
length and canibustion-gas temperature, will reduce the  concentration of 
smoke Fn the exhaust gases. - 
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The formation of carbon in  turbojet conibustors presents a number of 
major engine operational problems. Previous  investigations  (refer- 
ences 1 and 2) Ebnd operational experience have shown that carbon deposi- 
t ion  on WaLls, fuel-injection nozzles, and ignitors  affects combustion 
efficiency,  altitude  operational limit, and ignition  characteristics of 
the combustor. Also, the  distorted air-flow and fuel-flow patterns 
which result from  carbon deposits  frequelrtly cause warping and burning 
of the conibustor liners. Carbon dispersed in the  gas stream as smoke 
does not, in general, impair combustor-performance characterfstics, 
but is objectionable i n  military operations where smoke trails 
remaining in the wake of jet-powered aircraft  may be easily  detected 
by the enemy. 

Research is  being conducted at the NACA Lewis laboratory  to  deter- 
mine the effects of operating  variables on carbon deposition and smoke 
and t o  gain a better understanding of the mechanism, or mechanisms, by 
which these  formations  occur. The information  thus  obtained w i l l  then 
aid in the  formulation of basic combustor design  principles which 
should resu l t  in the elimination of these problems. It has not yet 
been established whether carbon deposits and smoke result from similar 
processes  or whether they occur under similar operating  conditions. 
The investigation  described  herein i s  concerned only w i t h  the formation 
of carbon in the combustion gases as smoke. 

A t  the  present tfme the mechanism  of smoke formation is not known. 
According t o  one recent theory  (reference 3) smoke results from poly- 
merizatfon of fuel molecules at high temperatures and subsequent dehy- 
drogenation formlng large carbon aggregates.  Additional work on smoke 
formatfon has been done by  Spalding  (reference 4) who studied  the 
burning rates of liquid  droplets and by Topps (reference 5) who inves- 
t igated  the  rate of evaporation and  combustion of liquid drops fa l l ing  
tbrough a high-temperature  furnace. Smoke formation has a lso  been 
studied in laboratory burners (reference 6) and i n  smoke lamps (refer- 
ence 7 )  with principal emphasis on the-effect  of fuel properties. 
Reseazch on conibustion of smoke in laboratory  burners  has been con- 
ducted by Clark (reference 8) who found that appreciable  quantities of 
admixed smoke can  be burned in both  diffusion and Bunsen burner  flames. 
In  addition,  considerable  effort has been expended on the smoke problem 
inDiese l  engines (references 9 and lo), but most  of the  research has 
been of an applied nature and l i t t l e  basic information has resulted. 
Some consideration has been given t o  the smoke problem in  turbojet- 
engine  conibu~tore by Lloyd (references 11 and X ) ,  but as yet insuffi-  
cient  quantitative data describing the events  occurring  inside a 
turbojet cambustor (atomization and evaporation of the fuel, mixing of 
fue l  and air, and in i t ia t ion  of cmbustlon) are available  to  explain 
the problem of smoke formation i n  accordance with  existing  theories. 
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The investigation  reported  herein was conducted in order to   deter-  
mine the characteristics of smoke f-tion in a t u r b o j e t   c d u s t o r  
through a study of the effect  of conbustor  operating  vmlables on smoke 
concentration. Accordingly, the effects of systematic m i a t i o n s  in 
inlet-air parameters  (pressure,  temperature, and velocity) and fue l  
parameters  (temperature and volat i l i ty) ,  as w e l l  as  fuel-air ra t io ,  on 
smoke were determined in  a single t a u l a r  turbo j e t  conibustor. For com- 
parison,  exhaust-gas smoke concentrations were masured a t  s t a t i c  sea- 
level  conditions over a range of engine  speeds on a full-scale engine 
ha- conbustors similar t o  the single-tube unit investigated. 

\ 

A single tubular conibustor from a J47 turbojet engine was used f o r  
the  investigation  reported  herein. The installation of the coIllbustor 
was similar to that described i n  reference 2. A i r  flow and f u e l  flow 
t o  the conibustor w e r e  measured by means of an adjustable  orifice and 
callbrated  rotameters,  respectively; tenperature and pressure of the 
inlet  air were  determined by two single-junction  iron-constantan thermo- 
couples and two three-point  total-pressure rakes, respectively.  Fuel- 
i n l e t  temperature was measured by an iron-constantan thermocouple 
located in  the conanon-flow passage of the duplex fuel nozzle. Exhaust- 
g a s  temperatures w e r e  measured by  seven basks of five-junction single- 
shielded  chramel4umel thermocouples (reference 2) located in a plane 
corresponding approxbately t o  the position of the turbine blades in the 
full-scale engine. A sketch of the conbustor installation showing loca- 
t ion and arrangement of the  instrumentation  planes is shown in figure l. 

Smoke Measurement 

Smoke measurements w e r e  obtained  by means of a f i l ter  technique 
whereby a metered volume of exhaust gas was drawn through a filter disk 
with the  resultant  deposit on the paper of a l l  smoke particles suspended 
in the gas. The optical  density of the smoke on the f i l t e r  paper was 
considered a measure of the amount of smoke in the sample. 

Smoke samples were obtained from the combustor by means of a s a -  
pling probe located Immediately downstream of the exhaust-gas thermo- 
couples  (plane D, f ig .  1) . P r e 7 r y  t e s t s  In which the circumfer- 
ential   posit ion of the sampling probe i n  the exhaust  section.(fig. l), 
as w e l l  as the  distance from t h e   c d u s t o r  exit, was varied  indicated 
that smoke concentration was re lat ively uniform and that the position of 

- the probe was not c r i t i ca l .  The probe consisted of a section of 1/4-inch 
outside diameter  Inconel tubing, closed a t  one end and having four  

c 
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drilled  holes of 1/8-inch Mameter located at the  centers of equal  meas 
and facing upstream. From the probe the exhawt gases  passed t o  the 
mke meter through 1/4-inch Inconel tLibing. A bypass line located 
Fmrnediately upstream of the smoke meter provided  continuom  purging of 
the sampling line and served t o  reduce the exhaust-gas pressure at the 
smoke meter. 

The smoke meter was a modification of a  cmmercially available 
smoke tester and i s  shown diagrmmatically in  figure 2. It consisted 
essentially of an air-cooled filter press  containing a paper f i l t e r  
disk ana an automatic  metering  device. Autamatic meter- was accam- 
plished by a  sonic-flow orifice and a vacuum  pump controlled by an elec- 
t r i c  timer. Constest upstream orifice  pressure and temperature, nec- 
essary for accurate  metering, were attained by of a preseure reg- 
ula tor  and by  an air cooler  fncorporated in  the filter press, respec- 
tively. A solenoid valve,  operated by the timer, provided instantaneous 
stoppage of the gas flow a t  the end of each cycle.  Location of a l l  
control equipment damstream of the filter minimized any deposition of 
smoke particles i n  the sampling system ahead of the filter. 

The optical  density of the smoke-cwered filter disks was deter- 
mined  by a  transmission  densitometer which  measured the amount of light 
transmitted through the filter. D e n s i t o m e t e r  scale  deflections  are a 
logarithmic  function of the amount of light absorbed by  the f i l ter  
paper and  hence can be  considered a measure 03? the amount of smoke i n  
the sample. An attempt t o  determine the weight of smoke i n  a given 
sample and thus t o  caubrate densitometer  readings i n  terms of w e i g h t  of 
carbon per unit volume of edhaust gas produced excessive  scatter of data 
because of the extremely small weights of carbon involved. However, the 
results  indicated that densitometer  scale  deflections did not  increase 
linearly  with smoke concentration,  but  increased at decreasing rates. 
This trend undoubtedly results from the reduction in uncovered f i l t e r  
area as the  deposition of smoke progresses)  thus,  the first particles of 
smoke are more effective in  reducing light trammission  than  those 
deposited  later. For the purpose of th i s  investigation, however, the 
differences  in  transmission  density  readings between the smoke-covered 
and the  clean filters were considered a sufficiently  accurate measure of 
the mount of smoke i n  a given sample and are plotted  as "smoke density" 
throughout the report. Photographs indicat.ing the range of f ilter-paper 
smoke depositions  obtained  are shown in  figure 3. 

Conibustion Efficiency 

Combustion efficiencies were also  calculated for each test condi- 
tion. Conibustion efficiency was based on the r a t i o  of actual  enthalpy 
rise across  the combustor t o   t h e  heat supplied by the fuel and was 
computed by the method described i n  reference 13. 

3 
N 



HAW RM 'E5ZAJ-8 

Test  Conditions 

5 

c 

c 

Inlet-air  ana f u e l  paramters w e r e  varied over a wide range as shown 
i n  table I. A t  each condition the fuel-air r a t i o  was varied  to  give 
average combustor-&t temperatures from 80O0 t o  l6W0 F. 

In order t o  veriey some of the conclusions  reached  during  the 
investigation, a s p e c i a l   e x p e r m t  was conducted i n  which a res t r ic t ion 
was placed in  the secondary air passage of the  single co&ustor t o  
force more a i r   in to   the  primary c&ustion zone. 

In order t o  compare single conibustor performance with that of a 
full-scale engine, a series of tests was conducted with a full-scale 
engine  operating at   static  sea-level  conditions over a range of engine 
speeds and at  three different exhaust-nozzle openings. Smoke samples 
w e r e  obtainedby m e a n s  of a single 1/4-inch outside diameter Inconel 
total-pressure probe located in  the  taii-cone  section of the engine. 

Investigationa of the affects af varying Inlet-air  conditions on 
smoking tendency were conducted with MIL-F-5624A grade JP-3 fuel.  Tests 
of the  effects of f u e l v o l a t i l l t y  on smoking tendency were conducted wlth 
several W a f  f inic-type hydrocazbon fuels, in  addltion  to  the JP -3 fuel.  
Pertinent  properties of these FUeJs are sham  in   the  following table: 

Properties 
EL-F-5624 
grade, JP-3 

BoilFng range (?I?] U3-473 

SPE:",*T&C 0.742 
Hydrogen-carbon 

Net heat of 
ratio by w e i g h t  

conibustion . 

0.172 

Aromatics, A.S.T.M. 
D875 -46T (percent 
by volume) approx. 9 

(Bt+d 18,764 

Fuel 
2,3 dimethyl- 
butane 

I36 

0.665 

0.194 

19,192 

0 

208 

0.696 

0.188 

19,065 

0 

Faraff in ic  
Diesel f u e l  

480-574 

0.799 

0.171 

18,762 

0 

. 
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In order t o  determine the  reproducibility of results, daily checks 
were made not only of the smoking tendency of the coldbustor, b u t  also of 
the performance of the smoke meter. Reliable smoke-meter performance 
essentially  required that a constant volume of exhaust gas be passed 
across  the filter under a l l  conditions.  Daily tests with a wet-test 
meter shuwed that  a constant  rate of flow of exhaust  gas through the 
smoke meter could be maintained by means of the  sonic  orlfice. In order 
t o  determine any variation in smoking tendency of the conibustor, daily 
tests were conducted a t  me condition of inlet-air  temperature,  pressure, 
and velocity over a range of fuel-air  ratios.  Results of these  tests 
(fig.  4 )  indicate that m a x i m ~ m  deeations from the average  curve were 
less  than h20 percent. 

cu 3 
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Effect of Fuel-Air Rat io  and I n l e t - A i r  Parameters on Smoke Density 

The data obtained i n  the  investigation of the smoking character- 
i s t i c s  of the  single combustor and the  full-scale engine are summarized * 
in   tables  II and III. . . . . . . . . . .  - .  . . . . . . . .- - 

The effect  of variations in fuel-air   ratio on smoke density is  - 
shown for  a range of a i r   veloci t ies  and at three conibilvltions of com- 
bustor inlet-air  pressure and temperature i n  figure 5. A t  low veloci- 
t ies ,  smoke density  increased  with  increasing  fuel-air r a t i o ,  passed 
through a maximum, and then  decreased. As the velocity was increased, 
maxFmum smoke concenkations were obtained at successively lower fuel- 
a i r   ra t ios .  A t  the same t h e ,  the  effect of changes i n  fuel-air ra t io  
on smoke concentration was greatly reduced. 

The effect of inlet-at!?  velocity on smoke density is also  sham  in 
figure 5. A t  low fuel-air ratios, smoke densities  increased  with 
increasing  velocity, whereas a t  high fuel-air ratios the  reverse occurred. 
MaxFmum smoke densities, however, decreased  with  increasing  velocity. 

The effect  of inlet-&ir pressure on smoke density is shawn i n  fig- 
ure 6 ,  which was cross-plotted f r o m  figure 5 a t  two velocities and a t  
two fuel-air ratios. The increases in pressure w e r e  accompanied  by 
slight  increases  in  inlet-air temperature. Smoke density  increased 
rapidly  with  increasing  pressure under these  conditions. 

The effect of inlet-afr temperature on smoke density at constant 
pressure and mass flow i s  sham in  f igure 7. Since inlet-air  pressure 
and mass flow w e r e  held constant, increases  in  tanperatwe were  accom- 
panied by proportional  increases i n  velocity. . On the average,. smoke 
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densities decreased s l ight ly  as the  inlet-air  temperature was increased, 
the  effect  being most pronounced near the peak of the fuel-air  ratio 
curve. The observed effect of increas ing   in le t -a i r   tqera ture  was no 
greater, however, than wotild be anticipated f o r  the  effect of the con- 
current increasing inlet  velocity) hence no definite conclusion can be 
drawn regarding  the  effect of inlet-ai r  temperature on smoke density 
except that the effect is very small. 

E Effect of Fuel Parameters on Smoke Density 
eD 

The effect  of fue l   vo la t i l i ty  on smoke is sham Fn fig;'lre 8 for 
four fuels of essentially  pmaffinic  canposition. O n l y  yery small 
chaages In mum smoke density were observed as the fuel vola t i l i ty  
was increased. The most pronounced effect  was the occurrence of maxi- 
mum smoke densities  at  successively lower over-all fuel-air  ra t ios   as  
vo la t i l i ty  was increased. 

The effect  of fuel-inlet  temperature on smoke is shown in figure 9. 
In general,  increases in fuel tenqerature  resulted i n  a slight increase 
i n  smoke formation. 

a 

- Full-Scale Engine Tests 

Results of t e s t s  of the full-scale engine  operating a t   s h t i c  sea- 
level condLtions over a  range of engine  speeds and at   three  different 
exhaust-nozzle openLngs are sham in  f igure 10. Although the conibustor- 
i n l e t  conditions in full-scale engine tests are   f ixedby compressor  and 
turbine  characteristics and thus cannot be  varied a t  w i l l  a s  in single- 
conkustor tests,   the da.ta so obtained can be  used t o  verify EODE of the 
trends  indicated  by  the single-combustor tes ts .  Thus, from figure LO, 
the smoke density  increased wtth increasing engine  speed a s  well  as with 
decreasing  exhaust-nozzle opening. Increases in engine  speed a t  con- 
stant alt i tude result in Fncreased mass flow through the  engine  together 
w i t h  increased  cdustor-inlet   pressures and temperatures and increased 
c d u s t o r - e x i t  temperatures..  Single-combustor t e s t s  showed these  effects 
t o  be Fn opposition to each Other) that is, increases in pressure 
resulted in large  increases in smoke density, while increases in velocity 
and cdus to r - in l e t   t ape ra tu re  reduced smoke density. However, the 
effect of increased  pressure was by far the most  pronounced and, hence, 
may be assumed t o  be  prFmarily  responsible f o r  the  increase in smoke w i t h  
increased  engine speed. The slightly higher smoke densities  obtained 

effect of increased  cmibustor  pressure  with  the  reduced  exhaust-nozzle 
- with the smaller exhaust-nozzle openlngs can also be  ascribed t o  the 

ope- - 
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Comb us t ion EZficiency 
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Collibustion-efficiency measurements made at each test condition 
indicated no loss i n  efficiency  attr ibutable  to smoke. Because of the 
high-pressure  condltions  investigated,  conibustion-efficiency  values 
w e r e ,  i n  general,  very high, averagbg above 93 percent (table 1 1 )  . 

DISCUSSION OF RESULTS 

I n  order t o  analyze the effect  of inlet-air and fuel parameters on 
smoke concentration, it is necessary t o  consider  those variables that 
are the result of variations'~of these parameters, but which affect  the 
combustion process more directly. ',Some of the more i q o r t a n t  of these 
variables and their predicted  effec$ on smoke concentration are sham 
in the f ollaring table: 

Variable Expected effect  on smoke concentration 
with increase i n  variable 

Primary-zone fuel-atr   5atio 
Fuel  boiling  point 
Fuel  atomization 
Flame length 

In  addition, the degree of mixing 
variable,  but i t s  effect  on  smoke 

Increase 
Sl ight  increase 
Decrease 
Decrease 
Decrease 

" 

of fue l  aad .air m y  be  an  important 
concentration i s  not readily predicted. 

Increases i n  primary-zone fue l -a i r   ra t io  genera- result  ei ther 
from increased  over-all  fuel-air  ratios or from increased  ratee of 
vaporization of the fue l  and can be  expected t o  increase smoke formation 
in the prFmary conibustion zone. Experiments with laboratory  burners 
(reference 6 )  , as well as i n  Diesel engines  (reference M) , have shown 
that smoke increases with increasing  fuel-ajr  ratio. Thus a well- 
aerated Bunsen burner flame will be blue; as the fue l -a i r   ra t io  is 
increased, the color w i l l  gradually change from blue t o  yellow, and, 
eventually smoke may be  emitted. I n  addition,  the experiment (described 
i n  PROCEDURE) in w h i c h  more a i r  was forced  into  the pr-y zone of the 
single conibustar by means of a rest r ic t ion in the secondary a i r  passage 
showed that  reduction of smoke concentration can be effected  by reducing 
the primary-zone fuel-air   ra t io .  

Increases in  fue l  boilzing p o b t  result from increases i n  pressure 
and from the u6e  of fuels of lower volat i l i ty .  According t o  SpauldFng 
(reference 4), who Investigated  the  burning rates of liquid  droplets 
and who found that the smoke formation  increased as the temperature of 
the  film surrounding the  liquid droplet was increased, increases in fuel  , 

.. 
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, boil ing point should result in increased smoke formation. Other inves'- 
tigators  (reference 6 ) ,  however, found that the effect of boiling  point 
on smoke formation was very slight. !RxLs effect of boiling  point i s  
substantiated by the results of figure 8, which shared no noticeable 
reduction in smoke as f u e l  vo la t i l i ty  was increased. 

Improved fuel atomization, in general, results from increased flaw 
through  the  fuel  nozzle and should  reduce smoke formation  because of the 
greater  penetrating power of the -roved spray and the  resultant eUm- 
ination of fuel-rich  pockets. Conversely, deterioration of spray  char- 
acter is t ics  is experienced a t  very low fue l  flaws. Since a duplex f u e l  
nozzle was used during this investigation,  the  effect of lar f u e l  flaws 
probably w a s  not as pronounced as it would have been with a single-flow 
nozzle. 

Increases in flasle length  result, among other  causes, from increases 
i n  fue l  f low and may be expected t o  decrease smoke concentrations  because 
of the  greater amount ' of smoke burned i n  i ts  passage  through the flame 
zone. Similmly,  increases in the  average  temperature in the flame 
zone, brought  about  by increases in fue l - a i r  ra t io ,  should resul t  in 
decreased smoke concentration  because of the  greater amount of smoke 
burned  by the hot ter  flames. 

On the basis of the  preceding  discussion,  the effect of the  inlet-  
air and f u e l  parameters on smoke conceIltration can now be interpreted 
more easily. The Lnitial increase in smoke density  with  increasing 
over-all  fuel-air  ratio may thus be attr ibuted t o  concomitant increases 
in primary-zone fuel-air ratios, while  the decrease in smoke density 
with further increases in over-all f uel-air  r a t io  may be considered t o  
be the result of increased  flame  length and flame temperature.  Since 
increases in inlet-air   velocity w e r e  brought about  by  increases in ma88 
air  flow with  attendant  increases in fuel flow, the  decreases  in maxi- 
mum smoke concentration  with  increases in velocity can be attributed 
primarily  to  the  effect of increased flame length and improved fue l -  
spray  characteristics. 

The large increase in smoke concentration  with increases in pressure 
cannot readily  be  associated  with any changes in the secondary variables 
discussed  prevtously, such as the  effect  of increased  boiling  point, 
since  the  varying  fuel-volatility tests shared no noticeable  increase 
i n  smoke density due to  increases in boiling  point. It i s  possible that 
the increase i n  pressure  affected  the chemistry of the conibustion proc- 
ess  rather  than  the  physical  characteristics of the ccgllbustion  zone. 
The pressure  effect bas been confirmed by Lloyd (reference ll) who found 
that smoke increased with pressure in turbojet  engines and by  Schweitzer 
(reference 9) and Landen {reference 10) who observed increased smoke i n  
Diesel engines as compression ratios and cylinder  pressures w e r e  
increased. 
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The slight increase Fn mBximum 6moke densities  with  increasing  fuel 
temperature  may  have  been  caused by attendant  increases in primary-zone 
fuel-air  ratios. Similarly, the  occurrence  of mum smoke  densities 
at  successively  lower  over-all  fuel-air  ratios  as  fuel  volatility was 
increased m y  be  attributed  to  increases in prFmary-zone  fuel-air  ratios 
although no noticeable  increase in the mgnitude of maximum smoke con- 
centrations was observed. 2 

The  results  of  the  investigation  showed  that  increases  in pressure -cn 
brought about  large  increases in smoke density,  while increases in in le t -  
air  velocity or mass flaw  reduced  smoke  density.  The  results  further 
indicated  that  those  variables  which  increase  the  prbary-zone  fuel-air 
ratio w i l l  increase smoke formation,  whereas  those  factors  which  tend 
to  lengthen the flame  zone or increase  the  flame  teqperature  will 
decrease  smoke  concentration  in  the  exhaust  gases. 

SUMMARY OF RESULTS 

The  following  results  were  obtained  from  an  investigation of the 
effects  of  inlet-air  and  fuel  variables  on  the  exhaust-gas smoking 
characteristics  of a single  t&ular  turbojet-engine  confbustor  and f r m  
comparison  tests in a full-scale  turbo  jet  engine: 

1. The most pronounced  effect’ on smoke was observed with increases 
in inlet-aLr  pressure,  which  produced  large  increases in smoke 
concentration. 

2. As fuel-air  ratios  were  increased,  smoke  densities  first 
increased,  passed  through a maximum, and finally  decreased.  The  effect 
of  variations  of  fuel-air  ratio on smoke.decreased  with  increasing 
velocity;  also maxim smoke  densities  decreased  and  occurred  at  suc- 
cessively lower fuel-sir  ratios a8 fnlet-a3r  velocity was increased. 

3. The  effect of inlet-air  temperature on smoke  density  was  very 
SDlLLl. 

4. As fuel vola-fiility was increased, maximum values of smoke  density 
did not change appreciably,  but  were  obtained  at  successively lower 
fuel-air  ratios.  Increases  in fuel temperature  resulted in slight 
increases in amok formation. - 

. . .  . .. - 

5. The  results  of  conparison  tests in a full-scale  turbojet  engine 
indicated  that  the  factors  which  increased  combustion-cha&er  pressure, 
such  as  increased  engine  speed  and  decreased  exhaust-nozzle mea, also 
increased  exhaust-smoke  concentration. 

Lewis ni#t Propulsion Laboratory 

Cleveland, Ohio 
National Adviemy Committee for Aeronautics 
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Bfieat or  inlet-air  temerature - 
1.57 
.62 

.82 

.92 

.66 . SB 

.67 

.97 .e6 

.74 

.27 .59 

. 75  .90 

.65 

.24 

.Q 

.82 

.85 

.68 

.22 

.so 

.76 .Bo 

.52 

.68 

.59 

.67 

.73 

.52 .K) .52 

.6B 

.75 

.m 

- 

- 
920 
691 

XU6 
1096 

1528 
658 
845 
10% 
3275 
1455 
995 
800 
1006 
1196 
1406 
' 560 

ass 
755 

ll5L 
l352 

4B4 

91s 
1095 
1501 
442 
649 

1060 
865 

402 
610 
807 

IWO 
12.30 

m2 

12m 

- 

7686 
7649 
7791 
7760 
7754 

7841 
7712 

7796 
7734 
7829 
7815 
7807 
7801 
7750 
7790 
7828 
7756 
7807 

7776 
7Bo§ 
7790 
7776 
7822 
7815 
7832 
7845 
7782 
7787 
7774 
7787 
7787 
7760 
7856 

7789 

f773 
s r r  - 

7834 
7021 

7828 
7785 
7811 

28.8 

2S.S 
28.7 

29.4 
29.4 

S1.6 
52.0 
31.9 
31.7 

.SC .6 
s2.0 

M.7  
54.7 
34.4 
S4.6 
3 7 . 4  
56.8 
57.2 
57.1 
S6.9 
5s. 7 
59.7 
59 -4 
39 .e 
39.7 
42.4 
42.7 
42.5 
42.3 
41.9 
44 -8 
44.9 

46.5 
U . 6  

44.8 
t or Ir 

29.6 
29.4 

29.4 
29.4 
29.6 

I_ 

- 

84 WIL-B-Sg24A 

86 
87 
88 

BO 
89 

91 
92 
95 
94 
95 
96 

98 
97 

S9 
100 
Lo1 
Lo2 
105 
104 
105 
106 
107 
108 
108 
110 
111 
112 
11s 
114 
115 
116 

118 
117 

85 O r a d e  JPJ 
65.5 
65.0 
65.2 
64.6 
64.7 
65.2 
65.2 
65.2 
64.9 
65.0 
64.9 
65.2 
65.1 
65.1 
64.8 
64.8 
65.2 
65.1 
66.0 
65.0 
64.8 

65.0 
64.9 

65.0 
65.1 
65.0 
65.0 
64.8 
65.0 
65.1 
65.0 
66.0 
65.1 
65.0 
65.1 

564 - 
580 
662 
564 
552 
812 
610 
612 
610 
610 
660 
665 

664 
664 

664 
710 
710 
712 
711 
7Q8 
756 
756 
757 
780 

808 
759 

el2 
812 
61Q 
805 
858 
880 
858 
860 
660 

68.1 Ambi- 
62.8 ent 

l l 7 . 5  
144.9 
170.8 
66.5 

U.1 
8B.S 

140.0 
166.5 
61.2 
8S.9 
108.0 
U3.6  
162.6 

58.5 

104.6 
78.7 

129.6 
158.6 . 
51.7 
76.0 

1m.2  

15L.7 
124.8 

47.5 
71.2 
96.6 
123.8 
lW.8  
w.2 
67.5 

116.2 
91.4 

147.5 

' 

- I 
volatility 
68.9 Ambi- 
89.8 ent 

112.5 
159.5 
165.8 

77.6 -1- 

117.2 
140.5 
171.2 

95.8 eat 

6S.8 Ambl- 

1u .o  
lS8.l 
159.9 

90.4  ent 

69.9 656 
91.9 538 
116.6 535 
140.5 S 6  
1 a . 7  6 3  

91.5 666 
68.4 659 

llS.8 6& 

165.4 651 
69.2 766 
95.0 7so 
115.5 760 
134.0 772 
162.0 7L8 
67.5 BM] 
84.6 892 

136.8 8 4 S  
109.2 868 

150.0 .886 

158.0 685 

Id tern 
1 .oosa 
.0115 
.01u 
.0179 
.02lo 

698 

1098 
895 

ls27 
1516 

0 . 7 6 ~  
.81 
.81 
.79 
.w 

417 2,2,4- 
418 trfmettJ1- 65.2 

65.0 562 

419 pentane 85.1 
565 

420 
562 

421 
65.0 561 
64.6 564 

452 Parafflnlo 65.0 558 

w4 illel 
453 Dlesel 65.1 686. 

64.8 552 
456 64.8 
4S6 65.0 568 

56s 

447 2.S-dlmethyl- 64.8 
448 butpne 65.1 

562 

449. 
sea 

85.2 
450 

558 
64.9 

451 
564 

65.0 560 

so9 a - P - 5 6 2 4 b  64.9 557 
510 Orade JP-5 64.9 569 
511 
512 

65.5 
85.8 ' 560 

565 

515 64.8 
514 

5 6 1  

515 64.8 558 
616 64.8 
517 64.7 

560 
562 

518 . 64.8 
519 

565 

520 
84.8 560 
65.4 

521 
561 

522 
65.0 
66.0 

56s 
56a 

52s 
652 

65.4 560 
64.6 563 

533 
534 

65.2 56s 

5-35 
65.1 563 
65.2 

556 65.1 
565 
564 

64.9 556 e 

' 

1oL.2 174.6 
103.6 I 185.0 

7795 
7801 
7785 

7801 
718S 

7782 
7798 
7817 
7799 
7788 

7780 
7787 

7 8 l l  
7751 

7775 
f790 
7795 
7612 
78S1 
7774 
774E 
7757 
7771 
7765 
7750 
7909 
7777 
7 6 l l  
7 8 l l  
7802 

- 

- 

- 

29.1 
23.7 
29.4 
29.6 
29.7 

29.4 
29.2 
29.2 
29.5 
29.2 

29.1 

29 .a 
29.2 

29 .I 
29.3 
29.0 
29.2 
2B.4 
29.6 
29 -5 
29.2 
29.0 
29.5 
28.7 
28.9 
30.0 
28.3 
29.b. 
29.4 
29:a 

- 

- 

___. 

I .01m 
. O l P  
.0151 

.a2U .a181 

>.0086 
.0116 
. o l e  

, .OM5 
.a77 

1.0090 

-0150 
.u 
.Oleo 
-0221 
.W85 
. O U T  
.01M 
.0176 
.a 
.OM9 
-0120 
.01a 
.01m 
-0209 

.oms 

.W$ 

.QlU 
A175 
. w 2  

- 

- 

- 

97.8 1 j"lB 
100 .9 
101.9 126.0 
102.0 154.1 .77 
101.8 148.2 .61 - - 

.. " 

105.5 84.9 0 . a  
106.5 l P . 6  .76 
107.0 184.5 .74 

105.5 193.0 .36 

106.2 64.7 0.49 

104.8 1 U . 4  .92 
105.4 109.5 . 61  

I-- 70.6 .79 102.8 164.5 .80 
-- 121.9 .91 ----- 140.2 1.01 -- 158.6 .96 - 176.9 .72 

-- 102.3 .sa 83.3 .88 

---- 127.5 1.07 ----- 149.0 1.00 
---I 167.9 .6S 

--" ao2.8 .E5 ----- 148.4 .64 

--I- 233.2 . B 4  
---:- P g . 3  1.17 
" 258.1 1.w 

m . 7  180.8 .m 
- 

u y . 0  1s.5 .a9 

_"" 

- .  ., ._ .  - .  . - 

1250 
14Bo 
16m 
1890 
2a80 

1265 
1465 
1685 
1870 
1850 

a- 
"" 

"" 

"" 

" 

"" "_ 
-I- 

"" 

"- 
-I- 

"- 
" 

"" - 

" 

"" 

"" 

"- "" 
"" 

"" 

"" 

"" 

- .. 
aEqulllbrlum not  established et these  conditlons  because of lag in fuel proheater. 
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I 1 

- 
Run 

- 
3 5  
36 
37 
38 
39 
80 
41 

42 
43 
44 
45 
46 

47 
48 
49 
50 

- 

Engine 

charge charge (rpm) 
sor dis-  8or dis- 3peed 
Compres- Compres- 

pressure temper- 
(In. ~g .a ture  
abs . ) ( W  

7954 

740  70.4 5310 
79 9 88.7 6047 
831 99.2  6427 
863 109.2 6820 
89 2 117.8  7197 
921.  125,9 7577 
9 50 132.7 

7946 122.6 916 
7570 ' 116.9 891 
7188 110.2 863 
6435  93.6 

756 75.7 5678 
809 

6584  109.1 866 
6435 103 .9 853 
6058  91.6 817 
5304 71.7 753 

Turbine. 
inlet  
temper- 
a ture 

( O R )  

2133 
2006 
1894 
1793 
1693 
1609 
1484 

1732 
1639 
1552 
1422 
1353 

2061 
1993 
1853 
1667 

TABLE I11 - PFtKFOREIANCE DATA OF F"SCALE ENGINE WI Air flow 
(lb/sec) 

84.6 
83 .O 
80.1 
75.7 
70.9 
65.0 
53.7 

85.6 
84.6 
81.6 
72.3 
60.8 

71 .O 
68.7 
62.8 
52.2 

Fuel- 
alr 
r a t i o  

. . . . . . . .. . .. 

2449 1 I 

0 .OJ.68 
.0151 
.0139 
,0127 
.0116 
.0109 
.0100 

0.0114 
.0101 
,0093 
,0081 
.0077 

0.0167 
.0158 
.0142 
0124 

2.27 

3.06 

2.01 

Smoke 
density 

0.82 
.70 
.59 
.54 
.42 
.36 
.24 

0.61 
.53 
.53 
.42 
.26 

0.63 
.50 
.38 
.23 
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Figure 2. - Diagnwa o f  slmke meter. 
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.OlO . .Ol2 .014 .ol6 ,018 ,020 022 .024 
Fuel-air ratio 

Figure 4. - Reproducibility of smoke-bnsity b t a  In sir@.e tlibular co&wtor. Inlet-air pressure, 
65 inches of mercury; inlet-air temperature, 100° F; inlot-alr velocity, 50 feet per second; 
fuel, MIL-F-5624A,  grade JP-3. 



20 

(a) Inlet-air  preaaure, 35 inches of mercury; in le t -a ir  temperature, lBoo F. 

Fuel-air  ratio 

(b)  Inlet-air  pressure. 50.9 inches of mercury; in le t -a ir  temperature, 25@ P. 

Figure 5.  - Effect of fuel-air ratio and in let -a ir   ve loc i ty  on smoke density  in a i n g l e  tubular 
combustor at several  inlet-air  pressures and temperatures. Fuel, ELIL-F-5624AI grctde JP-5. 

.. ". - 
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2449 , . 

.m .008 .om .012 .014 .Ol6 a 018 .om ,022 
Fuel4r ratio 

(c) Inlet-aLr pressure, 65 inches of mercuryi blet-air temperature, 3050 F. 

Figure 5. - Concluded. Effect of fuel-air ratio and inlet-air velocity an emoke density In  
single tubular cornbumtor at several inlet-air preesures and tenperatme. Fw1, MIL-F-562411, 
graae JPS. N 

F 
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1.0, I I I I I I 

A *  x 
il 
p. 

30 40 50 60 70 
Inlet-air pressure, in. Hg 

Figure 6. - Effect of inlet-air pressure on 
smoke density in  single t&ular combustor 
at two inlet-sir  velocities. Fuel, 
MIL-F-5624A, grade JP-3. 
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. Old. .OE  .OB ,020 ,022 
Fuel" r a t i o  

Figure 7. - Effect of Inlet& temperature on mke density in s i n g l e  tubular cambumtor. 
Inlet-aFr p r e s m ,  65 inches of mercury; specific mass-air f l o w ,  4.51pounde per second 
per S q U a r a  foot; fuel, MIL-F-5624A, @& JP-3. 
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.008 .010 .Ox? .014 .Ol6 .018 .om .022 
F W l - a i r  

Figure 8. - Smoke deneity of fuels of varylng volat i l i ty  in single tubular combustor. 
Inlet-alr  pressure, 65 inches of marcury; inlet-air temperature, looo F) inlet-air 
velocity, 30 feet per seaond. 

* 
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25 

'Fuel-& ratio 

F-e 9. - Effect of fuel temperature on em0k.e density in single tubular combustor. 
Inlet-air pressure, 65 inches of mercury) met-air taperatwe, lC@ E'; inlet-sir 
velocity, 30 feet  per second; -1, MIL-F562+A, -de JF-3. 
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Figure 10. - Effect of engine  speed and exhaust-nozzle opening on s~lloke 
density  in  full-scale  engine  operating at sea-level  COnditiCmS- Fuel, 
MJL-F-5624A, grade Jp-3.  
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